Diaphragm-control valve 7069

with integrated positioner

1/2“ up to 4“

Pneumatically operated control valve made of plastic

for controling ultrapure and aggressive fluids.

° Integrated positioner

o Operating pressures up to 145 psi

. Suitable for ultrapure and agressive fluids
. Restistant against acids and alkalis

. Almost free of dead spaceses

Techical Information

Flanged connection acc. DIN
Flanged connection acc. ANSI
Flanged connection acc. JIS

Pipe thread (only PVC)
NPT-pipe thread (only PVC)

PVC Inner sticking socket
PVDF-Welding ends

Nominal size 1/2" up to 4"

Body material PVC or PVDF
Diaphragm EPDM or PTFE/EPDM
O-rings (not for flanges) EPDM or FKM
Connections:

DIN EN 1092-1, PN 10
ANSI B16.5, Class 150
JIS B 2220, 10k

DIN 2999 (Rp)
ANSI B1.20.1

DIN 8063
ISO 10931 (PVDF)

Functions

NC, NO, double acting

Applications acc. PED

Categorie |

Leakage acc. IEC 60534-4

Class VI

SCHUBERTISSALZER

Digital positioner Type 8049

Optical position indication

Piston actuator made of PP

Screws made of stainless steel

Diaphragm made of EPDM or PTFE/EPDM

Body made of PVC or PVDF

Schubert & Salzer Control Systems GmbH, Bunsenstr. 38, 85051 Ingolstadt, Tel: +49 (0)841-9654 0, Fax: +49 (0)841 9654 590
info.cs@schubert-salzer.com, www.schubert-salzer.com



Diaphragm control valve 7069
with integrated postioner

Positioner

For technical information of our positioners please refer to the corresponding data sheets.

Operating and pilot pressures

Function spring closes (7k)

Function spring closes (10Kk)

SCHUBERT/SSALZER

Size max. differential SUpply pressure max. differential SUPDlY pressure
pressure pressure
psi psi psi psi
1/2" 101 58 - 87 145 87
3/4" 101 58 - 87 145 87
1" 101 58 - 87 145 87
11/4" 101 73-87 145 87
11/2" 101 73-87 145 87
2" 101 73-87 145 87
21/2" 101 73-87 - -
& 101 73-87 - -
4" 101 73-87 - -
function spring opens function double acting
Size max. differential SUpply. pressure max. differential supply pressure
pressure pressure
psi psi psi psi
1/2" 145 73-87 145 58 - 87
3/4" 145 73-87 145 58 - 87
1" 145 73-87 145 58 - 87
11/4" 145 73-87 145 58 - 87
11/2" 145 73-87 145 58 - 87
2" 145 73-87 145 58 - 87
21/2" 145 73-87 145 44 - 87
3" 145 73-87 145 44 - 87
4" 145 73-87 145 58 - 87
K,s-values
flow rate coefficient Cvs
material of the diaphragm | 1/2" 3/4" 1" 11/4" | 13/4" 2" 21/2" 3" 4"
EPDM 4.4 7.9 11 1 27.8 38.3 78.9 98.6 159
PTFE/EPDM 4.4 7.7 8.8 8.8 27.3 30.6 77.7 101 155




Diaphragm control valve 7069
with integrated postioner SCHUBERTISSALZER

Max. operating temperatures

Body material Connection max. operating tempe-
flanges 140°F

PVC threads 120°F
sockets 120°F
flanges 250°F

PVDF threads 210°F
welding ends 210°F

Do observe the pressure temperature rating!

Pressure temperatur rating

Rating for PVC-bodys

150

140 = Flanged connection

190 - == treads/sockets/welding ends
2110
2 100

Max. working pressur

i]

20 40 60 80 100 120 140 160 180 200 220 240 260
Temperature [°F]

Rating for PVDF-bodys

e [-langed connection

60 = == treads/sockets/welding ends

20 40 60 80 100 120 140 160 180 200 220 240 260
Temperature [°F]



Diaphragm control valve 7069
with integrated postioner

SCHUBERTISSALZER

Ordering number system

1. 2 3 4 5 6 7 8 9 10 11

IV

[7lofefof/] [ |

L

1- 7: Please quote all 6 sections.
8 - 11: Quote only if required.

[ Symbol: "V": Valve
Type Size "A": Actuator (valve without body)
"R": Repair kit (sealings)
1. Design 2. Connections 3. Body material 4. Diaphragm 5. Material ot the O-ring | 6. positioner
9 |Diaphragm 0 |pipe thread 1 [PVC 1 |EPDM 0 |without O-Ring 0 |without positioner
control valve DIN 2999 (Rp) (only for flanged
Type 7069 5 INPT thread 2 |PVDF 2 |PTFE/EPDM version) C |digitale positioner
ANSI B1.20.1 E |EPDM Type 8049-4
A |Flanged connection acc. F [Viton (FKM) 4-wire version
ANSI B16.5, Class 150 R |digitale positioner
F [Flanged connection acc. Type 8049-2
DIN EN 1092-1, PN 10 2-wire version
D |welding ends W |digitale positioner
I1SO 10931 Type 8049 Ex
K [inner sticking socket, 12 G ExiallC T3/T4
DIN 8063
7. Actuator/function|8. Special version 9. Positioner version 10. Signal equipment | 11. Positioner settings
1 |spring opens M |See following C 18049 positioner N |feedback module 2 |positioner adjustmed
positions with base plate RM2 specified by customer
2 |spring closes 7k in stainless steel M [feedback module
E (8049 positioner RM3 7 |positioner adjustment
3 |double acting in stainless steel 1 |1 limit switch 0-10V
H [8049 positioner inductiv M12x1
4 |spring closes 10k Version with high DC 10-30V PNP
air consumption
50mm stroke 2 |2 limit switches
F 18049 positioner inductiv M12x1
with function DC 10-30V PNP
"FAIL IN POSITION"




Diaphragm control valve 7069
with integrated postioner SCHUBERTISSALZER

Dimensions and weights

Flanged version

- 2x MIbx15
G1/4" ——
[}
! 0
N
= — —
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F 1+ ! ]
4 Dl &
S Iy s
u t
L
DIN EN 1092-1, PN 10 ANSI B16.5, Class 150 weight
DN L E | D d 1 di d2 n K D d t di d2 n K [los]
1/2" | 4.33 [13.58| 3.46 | 3.98 | 3.74 | 0.55 | 0.63 | 0.55 4 2.56 [ 3.98 | 3.54 | 0.43 ] 0.63 | 0.63 4 2.38 6.2
3/4" | 4.72 113.58] 3.46 | 3.98 | 4.13 | 0.55 | 0.79 [ 0.55 4 2.95 [ 398|394 ) 0.51 ] 0.79 | 0.63 4 2.76 6.4
1" 5.12 [ 13.78[ 3.46 | 3.98 | 4.53 | 0.55 [ 0.98 | 0.55 4 3.35 [ 3.98 | 4.33 ] 0.55 ] 0.98 | 0.63 4 3.13 6.6
11/4"| 559 |13.78]| 3.46 | 3.98 [ 551 | 0.59 | 1.26 | 0.71 4 3.94 [ 398 | 461 ] 062 ] 1.26 | 0.63 4 3.5 7.3
18/4"[ 7.09 [ 18.7 [ 3.46 | 6.1 591 1063 [ 1.61] 0.71 4 433 | 6.1 5 0.67 | 1.61 [ 0.63 4 3.86 20.3
2" 827 | 18.7 [ 346 | 6.1 6.5 [ 0.79 | 2.05 | 0.71 4 4.92 6.1 6.1 0.75 1 2.05 [ 0.79 4 4.74 22.3
21/2"] 9.84 121.85( 3.46 [11.22] 7.28 | 0.71 | 2.64 | 0.71 4 571 [11.22] 6.89 | 0.87 | 2.64 | 0.79 4 5.49 37.7
3" 11.02[22.05] 38.46 |11.22] 7.87 | 0.79 [ 3.15 | 0.71 8 6.3 |11.22] 7.48 1 0.87 [ 3.15 [ 0.79 4 6 41.2
4" 13.39[23.62| 3.46 | 13.39] 8.66 | 0.79 [ 3.94 | 0.71 8 7.09 [13.39] 9.06 | 0.94 | 3.94 | 0.79 8 7.5 62.8




Diaphragm control valve 7069
with integrated postioner SCHUBERTISSALZER

MaBe und Gewichte

Ausfiihrung mit Gewindemuffe

= 2XMIXIS
<

G1/8”

.I.
L
DIN 2999 ANSI B1.20.1 Weight

size L D d di E t | G G [lbs]
1/4" 5.24 3.98 1.93 1.18 13.58 0.7 3.46 Rp1/2" 1/2" NPT 5.7
3/4" 6.18 3.98 2.32 1.38 13.58 0.71 3.46 Rp3/4" 3/4" NPT 6

2" 6.81 3.98 2.64 1.73 13.78 0.91 3.46 Rp1" NPT1" 6.2
11/4" 7.4 3.98 3.19 2.13 13.78 0.91 3.46 Rpt 1/4" 11/4" NPT 6.8
11/2" 9.76 6.1 3.86 2.56 18.7 0.98 3.46 Rp1 1/2" 11/2" NPT 20.3

2" 10.59 6.1 4.72 3.03 18.7 1.18 3.46 Rp2" 2" NPT 22.3




Diaphragm control valve 7069
with integrated postioner SCHUBERTISSALZER

Dimensions and weights

Version with inner sticking sockets

i
J

| 2x M16x1}

G1/8"

— o~ \
- % -
N
it L -
inner sticking socket inner sticking socket weight
DIN 8063 ASTM
size D d di d2 E | L L1 d3 L L1 a3 [Ibs]
1/2" 3.98 1.93 1.3 0.63 13.58 3.46 4.96 0.63 0.8 5.39 0.87 0.85 5.7
3/4" 3.98 2.32 1.38 0.79 13.58 3.46 5.75 0.75 1 6.22 1 1.06 6
1" 3.98 2.64 1.73 0.98 13.78 3.46 6.5 0.87 1.27 6.97 1.13 1.32 6.2
11/4" 3.98 3.19 2.13 1.26 13.78 3.46 7.05 1.02 1.59 7.48 1.25 1.67 6.8
11/2" 6.1 3.86 2.6 1.57 18.7 3.46 9.72 1.22 1.98 10.16 1.38 1.91 20.3
2" 6.1 4.72 3.03 1.97 18.7 3.46 11.18 1.5 2.49 11.14 1.5 2.39 22.3




Text and pictuers are not binding. We reserve the right to alter the equipment.

Diaphragm control valve 7069
with integrated postioner SCHUBERTISSALZER

Dimensions and weights

Version with welding ends

S
SR 2% M16x15
G1/8"
]
i
FH— 1 O
]
size L L1 D d di d2 E t | Weight [lbs)
1/4" 6.93 1.18 3.98 1.93 0.79 0.59 13.58 0.07 3.46 5.7
3/4" 7.44 0.94 3.98 2.32 0.98 0.79 13.58 0.07 3.46 6
1" 7.99 0.94 3.98 2.64 1.26 0.98 13.78 0.09 3.46 6.2
11/4" 8.27 0.98 3.98 3.19 1.57 1.22 13.78 0.09 3.46 6.8
11/2" 10.71 0.94 6.1 3.86 1.97 1.57 18.7 0.12 3.46 20.3
2" 12.05 1.1 6.1 4.72 2.48 1.97 18.7 0.12 3.46 22.3

Datasheet: 7069usa/Version: 24.05.2019



